





How to test

We provide a web based system where ship operators and status of your tests. The system provides error

have their own account. From your account you can messages and suggests corrective action on failed

initiate tests at any time and review the progress equipment.
Our simple user-friendly interface
is designed with shipowners
in mind. Registering your
transceivers is free. Our custom-
designed import tool within our
interface will allow you to import
your fleet data all at once.

Our simple user-friendly interface gives you a secure Once you’ve gathered your fleet information, our

testing account. With this, you can initiate your tests intuitive application allows you to upload your entire

at any time, allowing you to fit your testing around your  fleet with one click. With your testing account, you can

operational schedule. overview the progress and status of testing of your

fleet. Your results are emailed to you within 48 hours.

The imported fleet details will be transferred to the LRIT
Transceiver list. Once the transceiver(s) are registered, you

can start the testing process immediately.




CONFORMANCE TEST REPORT

issued under the pre MSC.1/Circ.1307 on G on the survey

rtification

of compliance

issued by Pole Star Space Applications Limited POLE STAR ﬁ

on behalf of THE GOVERNMENT OF

ps with the requireme

Name of ship

Port of registry

Distinctive number or letters

IMO Number

Maritime Mobile Service Identity

Gross tonnage

Sea areas in which the ship is certified to operate

Sea areas for which this report is valid

Application Service Provider conducting the test

THS 1S TO CERTIFY that the shipborne equigl  yaated o hnsmit L information and specified below
1. has been found to meet the requitement or 2 prov (LI Mations V/19-1.6 and V/19-1.7 and of the Revised perormance
standards and functional requlements for the'|{zange oL bation and tracking o ships adopted by resolution MSC.263(84)
and
1 is o a type approved by the e Wjion n acco face with the provisions of regulation V/19:1; [ves [Ino
2 is of a type amra by the AG knis#on i Srdance with the provisions of regulation V/14; [Chves [Cno
3 has bee! ertified by the Administ “ion as meeting the reauirements of IEC 60945 (2002.08) and IEC [ves [Ino
50945 | 74.(200", urr i yavigation and radiocommunication equipment and systems —
General e ts ~ Meth¢_ of testing and requied tes resuls;
4 has been certified v the #< nistration as complying with the provisions of regulation X12/6; [Cves [Ino
R — Jresolution

MSC.147(77) on Adoption of the Revised performance standards for a ship security alert system*;

has undergone conformance testing in accordance with the procedures and provisions set out in MSC.1,/Circ. 1307,
and has shown that it can operate within the tolerances of the acceptance criteria stated in the aforesaid circular.

The conformance test was satisfactorily completed on

Details of the shipborne equipment used to transmit LRIT information:

Issued in London, United Kingdom on

ANNEX - CONFORMANCE TEST RESULTS AS PER TABLE 2 OF APPENDIX 1 MSC.1/CIRC.1307

CTN | Test requirement Results
ELL | The equipment is activated into the ASP system Pass
1| Est e sea areas the ship is certified to operate from the Cargo Ship Safety .

ass
Radio Certificate, Cargo Ship Safety Certificate, Passenger Ship Safety Certificate or equivalent
2 | The equipment automatically transmits an LRIT informatior Pass
3 | The equipment is present in the received LRIT information Pass
4a | The latitude and longitude s present in the received LRIT information Pass
4b | The equipment GNSS position information is based upon the WGS84 datum Pass
5a | The date and time is present in the received LRIT information Pass
5b | The equipment date and time information s in UTC, Pass
transmits a Time Stamp relativé ' when the 4 sition was & terated
5c Pass
ceipt time)
6 | The equipment is of a type Pass
7| The equipment is switched o Pass
g | The eauipment is compliant wit-fprovis Migaef Kolution A.694(17). The equipment has been |
ass
tested for electromagnetic compat |y (refer «.._Jsolution A.813(19))
9a | The equipment is ré, nflg o autoric ally transmit LRIT information at 15 minute intervals | Pass
The equisgeat is re- transmit LRIT inform 60 minute
o Pass
inte nY @ interval has be achieved
9c | Th_ \quipm ransmits a LRIT information at 6 hour intervals Pass
9d | The equipment is re figured to automatically transmit LRIT information at 24 hour intervals | Pass
9e | LRIT information is avai hin 15 minutes of the time it is transmitted by the ship Pass
The equipment transmits LRIT information (subsequent to the ASP issuing a poll command)
10 | and the LRIT information is available within 30 minutes of the time the ASP has requested Pass
the information
The equipment interfaces directly to the shipborne global navigation satellite system
1 Pass
equipment, or has internal positioning capabilty
1o | The eauipment is supplied with energy from the main and emergency source of electrical N
1 ass
power (this provision does not apply to InmarsatC)
Pass
EL2 Pass

How do | get a certificate?

What should | do if my equipment fails
the test?

Pole Star can issue LRIT CTRs on behalf of most flags.
Your LRIT CTRs will be dispatched by courier within 5 If your shipborne equipment is non-conformant, Pole

days of receipt of payment. You can refer to www.lrit.

Star offers a choice of two dedicated LRIT equipment

com/testing_asp.html to find the latest list of flags we packages that include an LRIT conformance test. Both

certify for.

If your Flag is issuing CTRs directly, Pole Star will

the Thrane Thrane SAILOR TT-3000LRIT and SkyWave
DMR-800LRIT transceiver are delivered directly to
your ship pre-configured and ready for immediate test,

forward all successful test results directly to your Flag. providing a cost effective LRIT compliance option

Information on survey and certification

It is important to note that an existing ship safety radio
certificate does not confer LRIT compliance on the ship.
MSC.1/Circ.1307 regarding Guidance on the survey and
certification of compliance of ships with requirement to
transmit LRIT information states that compliance of the
shipborne equipment with the regulation should be
demonstrated by the equipment being:

1. of a type approved by the Administration in accordance
with the provisions of regulation V/19-1 and section 4
of the revised performance standards; or
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where existing equipment is not suitable or where
a stand-alone LRIT solution is required.

2. certified by the Administration as meeting the
requirements of regulation 1V/14 and satisfactorily
completing a conformance test; or

3. certified by the Administration as meeting the
requirements of IEC 60945 (2002-08) and IEC 60945
Corr.1 (2008-04) on Maritime navigation and
radiocommunications equipment and systems — General
Requirements — Methods of testing and required test
results and satisfactorily completing a conformance test.
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